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GEFEN's codes and RC5 codes. 
 

 
 

 
Remote DipSwitches 
position: 
{Dip1,Dip2} 

SYSTEM Bit Stream 
coming out of remote 
[binary] 

SYSTEM Bit Stream 
coming out of remote 
translated to RC5 [HEX] 

{OFF,OFF} 0b1001100101 0x0B 
{OFF,ON} 0b1001010101 0x0F 
{ON,OFF} 0b0101101001 0x19 
{ON,ON} 0b0101101001 0x1C 
 

 
 
 
 
 
 

Button# 
 

COMMAND Bit Stream coming out of 
remote 

COMMAND Bit Stream 
coming out of remote 
translated to RC5 [HEX] 

1 0b101010101010 0x00 
2 0b101010101001 0x01 
3 0b101010100110 0x02 
4 0b101010100101 0x03 
5 0b101010011010 0x04 
6 0b101010011001 0x05 
7 0b101010010110 0x06 
8 0b101010010101 0x07 
9 0b101001101010 0x08 
10 0b101001101001 0x09 
11 0b010110100110 0x32 
12 0b010110100101 0x33 
13 0b010110011010 0x34 
14 0b010110011001 0x35 
15 0b010110010110 0x36 
16 0b010110010101 0x37 

START bit Bit Stream coming out of remote 
[binary] 

Bit Stream coming out of 
remote translated to RC5 
[HEX] 

Start the bit 
stream 
sequence. 

0b01 0x01 



 
 
 
 
 
 
 
 

 
 
  
Note: GEFEN's remotes don't include the field bit as RC5 protocol. 
 
 
 
For an instance: 
 
Bit stream out of GEFEN's remote [Binary]  == Bit stream out of GEFEN's remote [RC5] 
 
     01 10 1001010101 101010100101      ==       1    0    01111         000011 
 
 
 
 

 

 
 
 
 
 
 

CONTROL bit Bit Stream coming out 
of remote [binary] 

Bit Stream coming out of 
remote translated to RC5 
[HEX] 

The bit after START bit. This 
bit toggles for each button 
press. 

(n press) 0b01 
(n+1 press 0b10) 

0x01 
0x00 

START Bit 

CONTROL bit 

SYSTEM bits 

COMMAND bits 

START Bit 

CONTROL bit 

SYSTEM bits 

COMMAND bits 


