


















WIRING DIAGRAM

7

C
om

po
ne

nt
 V

id
eo

A
na

lo
g 

A
ud

io
D

ig
ita

l A
ud

io
C

AT
5e

C
o



8

NETWORK WIRING DIAGRAM
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Gefen has specifi cally engineered their products to work with the TIA/EIA-568-B 
specifi cation.  Please adhere to the table below when fi eld terminating cable for 
use with Gefen products. Failure to do so may produce unexpected results and 
reduced performance. 

Category 5 cabling comes in stranded and solid core types. Gefen recommends 
using solid core cabling. 

Pin Color
1 Orange / White
2 Orange
3 Green / White
4 Blue

5 Blue / White
6 Green
7 Brown / White
8 Brown



SPECIFICATIONS
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Video Amplifi er Bandwidth ............................................................................ 350 MHz 

Input Video Signal ................................................................................... 1.2 Volts p-p 

Input Sync Signal ............................................................................. 5 Volts p-p (TTL) 

Horizontal Frequency Range ..................................................................... 15-70 KHz 

Vertical Frequency Range .......................................................................... 30-170 Hz 

Video In/Out ................................................................................... 3 RCA component 

Audio In/Out ............................................................ 2 RCA Audio, 1 SPDIF, 1 Optical

Link Connector ................................................................................... RJ-45 Shielded 

Power Supply ................................................................................................... 5V DC 

Dimensions ............................................................................... 17"W x 4.6"D x 1.8"H 




