


NETWORK CABLE WIRING DIAGRAM

Gefen has specifically engineered their products to work with the TIA/EIA-568-B
specification. Please adhere to the table below when field terminating cable for
use with Gefen products. Failure to do so may produce unexpected results and
reduced performance.

Color
Orange / White
Orange
Green / White
Blue
Blue / White
Green
Brown / White

Brown 12345678

CAT-5, CAT-5e, and CAT-6 cabling comes in stranded and solid core types.
Gefen recommends using solid core cabling. CAT-6 cable is also recommended
for best results.
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Each cable run must be one continuous run from one end to the other. No splices
or use of punch down blocks.



RACK MOUNT INSTALLATION

Rack mount ears are provided for installation of this unit into a 1U rack mount
space.

Locate the side screws on the unit.

Remove the front 2 screws that are located closest to the front of the unit.
Using the removed screws, screw the rack mounting bracket into the unit.
Repeat the procedure on the opposite side of the unit.
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MOUNTING PLATE INSTALLATION

Mounting Plate Installation
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! Remove the rubber

o feet covering the screws
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Remove the screws.

Line up the mounting
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& the unit.
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SPECIFICATIONS

Video Amplifier Bandwidth ..........ccccooiiiiiiiiiiiiiiiciee e 4 x 165 MHz
INPUL VIAEO SIGNAl ...coiiiiiiiiiiiiie e 1.2 Volts p-p
INPUL DDC SigNal ...cevveiiieeiiiiieeee e 5 Volts p-p (TTL)
Single LINK RANGE .....cooviiiiiiiieiieee e 1080p / 1920 x 1200
DVI ConNector TYPE ....vvvvevveeeeiiiieeeiiieee e DVI-I 29 Pin Female (digital only)
LINK CONNECIOT ....eciiiiiiiiiiiee ittt RJ-45
Power CONSUMPLION ......vueiiiiiiie ittt 60 watts (max)
Transmitter POWEr SUPPIY .....oooiiiiiiiiiie e 24V DC
Receiver POWETr SUPPLY ..ottt 5v DC
DIMENSIONS ..ot 17" W x 1.75" H x 5.875" D
Shipping WEIGNT ...cooiii e 10 Ibs.
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